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FORNO CONVEZIONE FD66
SKU: FD66

DATI TECNICI

Potenza (Kw) 2.8

Alimentazione 230V/1N/50-60Hz

Capacità della
camera di cottura

470 x 356 x 355 mm, 66 L

Dimensione della
camera di cottura

4 x 45×33 cm

Dimensioni
macchina  (mm)

580x570x510(h) mm

Peso netto (kg) 24

Peso lordo (Kg) 27

Dimensioni imballo
(mm)

660 x 650 x 580(h) mm

Volume imballo
(m3)

0.250

Forni a convezione ventilati - struttura in acciaio inox - termostato meccanico 65-260°C , timer meccanico 0-120 minuti - porta con doppio vetro.

https://easylinebyfimar.it/power-kw/2-8/
https://easylinebyfimar.it/power-supply/230v-1n-50-60hz/
https://easylinebyfimar.it/capacity-of-cooking-basket/470-x-356-x-355-mm/
https://easylinebyfimar.it/capacity-of-cooking-basket/66-l/
https://easylinebyfimar.it/dimensions-of-baking-basket/4-x-45x33-cm/
https://easylinebyfimar.it/machine-dimensions-mm/580x570x510h-mm/
https://easylinebyfimar.it/net-weight-kg/24/
https://easylinebyfimar.it/gross-weight-kg/27/
https://easylinebyfimar.it/packaging-dimensions-mm/660-x-650-x-580h-mm/
https://easylinebyfimar.it/packaging-volume-m3/0-250/

