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TERMOSIGILLATRICE AUTOMATICA TS2A
SKU: TS2A

DATI TECNICI
Potenza Kw 0,75 kW (1 HP)

Alimentazione 230V/1N/50Hz
Larghezza e
. . 220 mm - ¢ 200 mm - 150mt
diametro bobina
Dimensioni

macchina (IxIxh 295 x450 x 555(h) mm
mm)

Peso netto (kg) 25
Peso lordo (Kg) 28

Dimensioni imballo 320 x 460 x 570(h) mm
(IxIxhmm)

Volume imballo

(m3) 0.084

Macchina per termo sigillare gli alimenti dentro le vaschette permettendo di mantenere fragranza e gusto. Costruite in acciaio inox AlSI 304, con
piastra saldante interna per evitare scottature, trascinamento automatico del film senza alcun ausilio manuale, controllo elettronico della
temperatura di saldatura per sigillare perfettamente le vaschette - sigillatura automatica per il modello TS2A - fino a 9 programmi preimpostati
- dai 5 agli 8 cicli al minuto di lavoro - lunghezza bobina 150 Mt. - unico stampo brevettato con varie combinazioni di dimensioni per le diverse
tipologie di vaschette. Combinazione vaschette -190x260 mm - 190x230 mm - 190x137 mm - 95x137 mm - 260x195 mm.
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https://www.fimarspa.it/potenza-kw/075-kw-1-hp/
https://www.fimarspa.it/alimentazione/230v-1n-50hz/
https://www.fimarspa.it/larghezza-e-diametro-bobina/220-mm-o-200-mm-150mt/
https://www.fimarspa.it/dimensioni-macchina/295-x-450-x-555h-mm/
https://www.fimarspa.it/peso-netto-kg/25/
https://www.fimarspa.it/peso-lordo-kg/28/
https://www.fimarspa.it/dimensioni-imballo/320-x-460-x-570h-mm/
https://www.fimarspa.it/volume-imballo-m3/0-084/

